
55Sonnenschein – A412/12 SR data sheet 

Specifications: 
Part numbers not valid for North America, use type for ordering! 

 
 

Switch to: Discharge at 25 °C/inches/lbs

Constant­current discharge in A @ 20 °C 

Constant­power discharge in W/block @ 20 °C 
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Terminal:  Drawing: 

Exide type 
designation

Nom. 
Voltage V

Nom. 
capacity 
C10 
1.80 Vpc 
20°C  
Ah

Length (l) 
max. mm

Width (b/w) 
max. mm

Height top of 
cover (h1) max. 
mm

Height over 
termin 
als (h2) 
max. mm

Weight 
approx. kg

Internal 
resistance 
mOhm

Short circuit 
current A

Max. Load 
approx. A

Max. perm 
current 5 secs. 
A

Termi­ 
nal

A412/12 SR 12 12.0 181 76.0 152 156 5.60 47 260 100 350 SR­
6.3

Part number Vpc 5 min 10 min 15 min 20 min 30 min 45 min 1 h 2 h 3 h 4 h 5 h 8 h 10 h

NGA4120012HS0RA 1.85 18.0 15.0 12.0 11.0 9.00 7.00 5.50 3.34 2.50 2.04 1.74 1.24 1.12

NGA4120012HS0RA 1.80 21.0 18.0 14.0 12.0 10.0 8.00 6.20 3.72 2.75 2.22 1.88 1.32 1.20

NGA4120012HS0RA 1.75 24.0 20.0 16.0 13.0 10.0 8.00 6.62 3.92 2.87 2.31 1.95 1.36 1.20

NGA4120012HS0RA 1.70 28.0 21.0 16.0 13.0 10.0 8.00 6.77 3.99 2.91 2.33 1.96 1.40 1.20

NGA4120012HS0RA 1.65 30.0 22.0 17.0 14.0 11.0 9.00 6.80 4.00 2.92 2.34 2.00 1.40 1.20

NGA4120012HS0RA 1.60 33.0 23.0 17.0 14.0 11.0 9.00 6.82 4.01 2.92 2.34 2.00 1.40 1.20

Part number Vpc 2 min 3 min 5 min 7 min 10 min 15 min 20 min 30 min 45 min 1 h 2 h 3 h

NGA4120012HS0RA 1.85 251 239 219 203 184 156 140 114 89.4 74.8 38.0 29.0

NGA4120012HS0RA 1.80 314 291 258 235 208 177 153 125 95.8 79.2 42.0 31.0

NGA4120012HS0RA 1.75 354 331 295 262 233 192 163 131 99.3 81.0 45.0 33.0

NGA4120012HS0RA 1.70 394 365 323 285 247 202 170 134 101 82.4 45.0 33.0

NGA4120012HS0RA 1.65 436 399 348 304 255 209 174 135 101 82.9 45.0 33.0

NGA4120012HS0RA 1.60 474 423 358 317 262 212 176 136 102 83.1 45.0 33.0


