
55Sonnenschein 6V 4 OGiV 72 – A706/84 data sheet 

Specifications: 
Part numbers not valid for North America, use type for ordering! 

 
 

Switch to: Discharge at 25 °C/inches/lbs

Constant­current discharge in A @ 20 °C 

Constant­power discharge in W/block @ 20 °C 

© 2000 – 2010 Exide Technologies. All rights reserved. Subject to alterations. Click here for legal notice. 

Terminal:  Drawing:

 

Exide type 
designation

Type acc. to DIN  
40 741

Nom. 
Voltage V

Nom. 
capacity 
C10 
1.80 Vpc 
20°C  
Ah

Length (l) 
max. mm

Installed 
length B/L mm

Width (b/w) 
max. mm

Height top of 
cover (h1) max. 
mm

Height 
over 
termin 
als (h2) 
max. mm

Weight 
approx. kg

Internal 
resistance 
mOhm

Short circuit 
current A

Termi­ 
nal

A706/84 6V 4 OGiV 72 6 84.0 198 208 178 241 272 18.3 4.3 1409 F­M6

Part number Vpc 5 min 10 min 15 min 20 min 30 min 1 h 2 h 3 h 5 h 8 h 10 h

NGA7060084HS0FB 1.80 145 125 105 92.4 75.6 46.0 29.3 22.0 14.8 10.3 8.40

NGA7060084HS0FB 1.77 160 136 111 97.0 77.3 47.4 29.3 22.0 15.1 10.3 8.40

NGA7060084HS0FB 1.75 171 144 116 100 78.4 48.4 29.3 22.0 15.1 10.3 8.40

NGA7060084HS0FB 1.70 192 156 124 106 81.6 48.4 29.7 22.0 15.3 10.3 8.40

NGA7060084HS0FB 1.65 208 164 130 107 81.6 48.8 29.7 22.5 15.3 10.3 8.40

NGA7060084HS0FB 1.60 220 170 132 107 82.0 48.8 29.7 22.5 15.3 10.3 8.40

Part number Vpc 5 min 10 min 15 min 20 min 30 min 1 h 2 h 3 h 5 h

NGA7060084HS0FB 1.80 744 629 548 482 389 258 164 124 84.0

NGA7060084HS0FB 1.77 795 661 576 503 401 263 166 124 84.0

NGA7060084HS0FB 1.75 847 693 603 524 412 267 168 128 84.0

NGA7060084HS0FB 1.70 919 758 636 550 425 271 172 128 86.0

NGA7060084HS0FB 1.65 1003 807 655 564 432 272 172 128 86.0

NGA7060084HS0FB 1.60 1064 840 670 571 435 273 172 128 88.0


